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Introduction
Following, ISO/IEC 23090-5 (V-PCC) reaching FDIS stage in July 2020, conformance for V-PCC (ISO/IEC 23090-20) is a work in progress (CD stage). The finalized document will be accompanied with conformance bitstreams. InterDigital commits to create several conformance bitstreams and provide them to WG7.

Proposition

Conformance bitstreams (conformance point A and possibly B) to be provided by InterDigital in the 2 weeks following MPEG 134 meeting are summarized in the table below:

	Categories
	Tool description
	Conf. Point
	Bitstream features
	Profile
	Stream #

	Atlas
	Single Atlas Tile
	A
	· Single Atlas Tile
· Intra
· n maps (n = 1, 2)
· vps_multiple_map_streams_present_flag is set equal to 1
	HEVC Main 10 
V-PCC Basic Rec0
	2

	Atlas
	Multiple Atlas Tiles
	A
	· Multiple Atlas Tiles
· Uniform
· Intra
· n maps (n = 1, 2)
· vps_multiple_map_streams_present_flag is set equal to 1
	HEVC Main 10
V-PCC Basic Rec0
	4

	Atlas
	Single Atlas Tile
	A
	· Single Atlas Tile
· Inter – RA
· Inter – Merge
· Inter – Skip
· n maps (n = 1, 2)
· vps_multiple_map_streams_present_flag is set equal to 1
	HEVC Main 10
V-PCC Basic Rec0
	2

	Atlas
	Multiple Atlas Tiles
	A
	· Multiple Atlas Tiles
· Uniform
· Inter – RA
· Inter – Merge
· Inter – Skip
· n maps (n = 1, 2)
· vps_multiple_map_streams_present_flag is set equal to 1
	HEVC Main 10
V-PCC Basic Rec0
	2

	Patch
	Patch Type
	A, B
	· RAW
· Intra 
	HEVC Main 10 
V-PCC Basic Rec2
	1

	Patch
	Patch Type
	A, B
	· EOM
· Intra 
	HEVC Main 10
V-PCC Extended Rec2
	1

	Patch
	Patch Type
	A, B
	· Auxiliary RAW/EOM
	HEVC Main 10
V-PCC Extended Rec1
	1

	Post- Reconstruction
	Occupancy Synthesis
	A, B
	· Method 1 (Patch border filtering)
	HEVC Main 10
V-PCC Basic Rec2
	1

	Post- Reconstruction
	Point
Local Reconstruction
	A, B
	· Point local reconstruction
	HEVC Main 10
V-PCC Extended Rec1
	1

	Post-Reconstruction
	Pixel
De-Interleaving
	A, B
	· Pixel de-interleaving 
· n maps (n = 1)
	HEVC Main 10
V-PCC Extended Rec1
	1

	SEI
	Essential
	A
	· Component Codec Mapping SEI (HEVC)
	HEVC Main 10
V-PCC Basic Rec0
	1



Any cross-checker is welcome.

Recommendations

It is recommended that WG7 participants to the generation of conformance bitstreams cross-check bitstreams to be supplied. Once bitstreams have been cross-checked, candidates bitstream can be included with ISO/IEC 23090-20 deliverable.
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